
ID Task Name

١ ET١-۶٫۶KV MOTORS 

٢ START

٣ MAIN COOLING SYSTEM ۶٫۶KV MOTORS 

۴ A- CWP MOTOR

۵ measure bearing vibration on load test 

۶ measure analysis of frequency and current

٧ PUT RELATED BREAKER IN DISCONNECT POSITION & INSTALL DANGER CARD

٨ FITTING SUPPORT BEAM FOR CWP MOTOR DISASSEMBLING & ASSEMBLING 

٩ MOTOR RTDS REMOVAL 

١٠ DISCONNECT MOTOR POWER CABLES

١١ COUPLING WARMING & REMOVAL

١٢ MOTOR DISMANTELING & DISASSEMBLING

١٣ MOTOR PARTS CLEANING & RUTINE SERVICES

١۴ STATOR VISUAL INSPECTION

١۵ ROTOR VISUAL INSPECTION

١۶ COILS DC AND SPACE HEATER  RESISTANCE CHECK

١٧ COILS TO COILS INSULATION CHECK

١٨ POWER SUPPLY CABLE AND SPACE HEATER CABLE  MEGGER CHECK

١٩ MEASURE COILES TO BODY INSULATION RESISTANCE

٢٠ BEARINGS INSPECTION & REPAIRMENT OR REPLACEMENT ,

٢١ THRUST BEARING INSPECTION AND PT TEST AFTER COUPLING WARMING AND INSERTION

٢٢ MOTOR ASSEMBLING & MANTELING

٢٣ COILS DC AND SPACE HEATER  RESISTANCE CHECK

٢۴ COILS TO BODY INSULATION CHECK

٢۵ COORDINATION WITH COMMISSIONING GROUP FOR MOTOR NO LOAD TEST

٢۶ OSILOGRAPH INSTALLATION ON MOTOR FEEDER

٢٧ MOTOR FOUNDATION & OTHER MECHANICAL PARAMETERS CHECK

٢٨ POWER CABLES I.R & PHASE SEQUENCE CHECK BEFORE MOTOR TEST

٢٩ CONNECT MOTOR POWER CABLES

٣٠ PUT RELATED BREAKER IN SERVICE POSITION & REMOVE DANGER CARD

٣١ MOTOR NO LOAD TEST

٣٢ MOTOR LOAD TEST , TEMP. RISE & VIBRATION CHECK

٣٣ measure analysis of frequency and current

٣۴ PUT RELATED BREAKER IN TEST POSITION & INSERT DANGER CARD

٣۵ B- CWP MOTOR

۶۶ A-DRY CWP MOTOR

۶٧ START

۶٨ DISASSEMBLING

۶٩ measure bearing vibration on load test

٧٠ measure analysis of frequency and current

٧١ PUT RELATED BREAKER IN DISCONNECT POSITION & INSTALL DANGER CARD

٧٢ DISCONNECT MOTOR POWER CABLES

٧٣ FITTING SUPPORT BEAM RAIL FOR ROTOR REMOVAL

٧۴ UNCOUPLE & PERFORM ALIGNMENT CHECK AT MOTOR & DRIVEN MACHINE

٧۵ LIFT THE MOTOR OFF AND SHIFT IT TO MAKE ENOUGH ROOM TO REMOVE THE ROTOR

٧۶ REMOVE THE BOLTS SECURING SEAL PLATE & REST EACH PART ON THE ROTOR SHAFT

٧٧ DISMANTLE THE EXTERNAL FAN COVER & AIR DISCHARGE COVER

٧٨ REMOVE EXTERNAL FAN ( FOR TYPE F۵KT)

٧٩ DISASSEMBLE THE SEAL PLATE (FOR TYPE F۵KT)

۳کنترل پروژه تعمیرات اساسی واحد 
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٨٠ REMOVE THE FRAME COVER INSTALLED ON THE BEARING BRACKET

٨١ REMOVE THE EXTERNAL BEARING SEAL

٨٢ REMOVE THE BOLTS SECURING THE TOP HALF BEARING COVER & REST IT ON THE BOTTEM HALF BEARING 
COVER

٨٣ REMOVE THE BEARING CAP

٨۴ MEASURE & RECORD THE AIR GAP BETWEEN ROTOR & STATOR BORE

٨۵ REMOVE TOP HALF BEARING & RECORD THE OIL CLEARANCE

٨۶ REMOVE BOLTS SECURING THE BOTTOM HALF BEARING COVER & REST IT ON ROTOR SHAFT

٨٧ REMOVE BOTTOM HALF BEARING

٨٨ BEARINGS INSPECTION & REPAIRMENT OR REPLACEMENT ,

٨٩ THRUST BEARING INSPECTION AND PT TEST

٩٠ REMOVE BEARING BRACKET

٩١ REMOVE BEARING COVER & LABYRINTH

٩٢ REMOVE INTERNAL FAN GUIDE

٩٣ REMOVE ROTOR FROM STATOR

٩۴ ROTOR VISUAL INSPECTION

٩۵ STATOR VISUAL INSPECTION

٩۶ DISASSEMBLE AIR COOLER ,

٩٧ CLEAN AIR COOLER , .

٩٨ AIR COOLER TEST , .

٩٩ PARTS SERVICES & TEST

١٠٠ CLEAN INSULATING MATERIALS OF WINDINGS

١٠١ CLEAN ALL VENTILATING PORTS CAREFULLY

١٠٢ CLEAN ALL WINDINGS FROM OIL , WTR. & OTHER SUBSTANCES

١٠٣ COILS DC RESISTANCE CHECK

١٠۴ COILS TO COILS INSULATION CHECK

١٠۵ ASSEMBLING

١٠۶ ASSEMBLE AIR COOLER ,

١٠٧ INSERT ROTOR INTO STATOR

١٠٨ COILS TO BODY INSULATION CHECK

١٠٩ ASSEMBLE INTERNAL FAN GUIDE

١١٠ ASSEMBLE BEARING COVER & LABYRINTH

١١١ ASSEMBLE BEARING BRACKET

١١٢ ASSEMBLE BOTTOM HALF BEARING

١١٣ TIGHTEN BOLTS SECURING THE BOTTOM HALF BEARING COVER

١١۴ RECORD THE OIL CLEARANCE & ASSEMBLE TOP HALF BEARING

١١۵ MEASURE & RECORD THE AIR GAP BETWEEN ROTOR & STATOR BORE

١١۶ ASSEMBLE THE BEARING CAP

١١٧ ASSEMBLE THE BOLTS SECURING THE TOP HALF BEARING COVER

١١٨ ASSEMBLE THE EXTERNAL BEARING SEAL

١١٩ ASSEMBLE THE FRAME COVER INSTALLED ON THE BEARING BRACKET

١٢٠ ASSEMBLE THE SEAL PLATE (FOR TYPE F۵KT)

١٢١ ASSEMBLE EXTERNAL FAN ( FOR TYPE F۵KT)

١٢٢ ASSEMBLE THE EXTERNAL FAN COVER & AIR DISCHARGE COVER

١٢٣ ASSEMBLE THE BOLTS SECURING SEAL PLATE & REST EACH PART ON THE ROTOR SHAFT

١٢۴ LIFT THE MOTOR IN & FINAL ASSEMBLING
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١٢۵ MOTOR COMMISSIONING

١٢۶ COORDINATION WITH COMMISSIONING GROUP FOR MOTOR NO LOAD TEST

١٢٧ OSILOGRAPH INSTALLATION ON MOTOR FEEDER

١٢٨ MOTOR FOUNDATION & OTHER MECHANICAL PARAMETERS CHECK

١٢٩ POWER CABLES I.R & PHASE SEQUENCE CHECK BEFORE MOTOR TEST

١٣٠ CONNECT MOTOR POWER CABLES

١٣١ PUT RELATED BREAKER IN SERVICE POSITION & REMOVE DANGER CARD

١٣٢ MOTOR NO LOAD TEST

١٣٣ MTOR LOAD TEST , TEMP. RISE & VIBRATION CHECK

١٣۴ measure analysis of frequency and current

١٣۵ PUT RELATED BREAKER IN TEST POSITION & INSERT DANGER CARD

١٣۶ END

١٣٧ B-DRY CWP MOTOR

٢٠٨ TURBOCYCLE ۶٫۶KV MOTORS 

٢٠٩ A- CP MOTOR

٢١٠ measure bearing vibration on load test 

٢١١ measure analysis of frequency and current

٢١٢ PUT RELATED BREAKER IN DISCONNECT POSITION & INSTALL DANGER CARD

٢١٣ FITTING SUPPORT BEAM FOR CP MOTOR DISASSEMBLING & ASSEMBLING

٢١۴ REMOVE FIRE FIGHTING SENSORS & IT'S PIPES ABOVE THE MOTOR

٢١۵ MOTOR RTDS REMOVAL

٢١۶ DISCONNECT MOTOR POWER CABLES

٢١٧ COUPLING REMOVAL

٢١٨ MOTOR DISMANTELING & DISASSEMBLING

٢١٩ MOTOR PARTS CLEANING & RUTINE SERVICES

٢٢٠ STATOR VISUAL INSPECTION

٢٢١ ROTOR VISUAL INSPECTION

٢٢٢ COILS DC AND SPACE HEATER  RESISTANCE CHECK

٢٢٣ COILS TO COILS INSULATION CHECK

٢٢۴ POWER SUPPLY CABLE AND SPACE HEATER CABLE MEGGER CHECK

٢٢۵ MEASURE COILES TO BODY INSULATION RESISTANCE

٢٢۶ BEARINGS INSPECTION & REPAIRMENT OR REPLACEMENT ,

٢٢٧ THRUST BEARING INSPECTION AND PT TEST

٢٢٨ MOTOR ASSEMBLING & MANTELING

٢٢٩ COILS DC AND SPACE HEATER  RESISTANCE CHECK  

٢٣٠ A-CP MOTOR RTDS ASSEMBLING

٢٣١ COILS TO COIL AND TO  BODY INSULATION CHECK

٢٣٢ ASSEMBLE FIRE FIGHTING SENSORS & IT'S PIPES ABOVE THE MOTOR

٢٣٣ COORDINATION WITH COMMISSIONING GROUP FOR MOTOR NO LOAD TEST

٢٣۴ OSILOGRAPH INSTALLATION ON MOTOR FEEDER

٢٣۵ POWER CABLES I.R & PHASE SEQUENCE CHECK BEFORE MOTOR TEST

٢٣۶ CONNECT MOTOR POWER  AND SPACE HEATER CABLES

٢٣٧ PUT RELATED BREAKER IN SERVICE POSITION & REMOVE DANGER CARD

٢٣٨ MOTOR NO LOAD TEST

٢٣٩ MOTOR LOAD TEST , TEMP. RISE & VIBRATION CHECK

٢۴٠ measure analysis of frequency and current

٢۴١ PUT RELATED BREAKER IN TEST POSITION & INSERT DANGER CARD

٢۴٢ B- CP MOTOR

٢٧۵ A- BFP MOTOR

٢٧۶ DISASSEMBLING

٢٧٧ measure bearing vibration on load test 
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٢٧٨ measure analysis of frequency and current

٢٧٩ PUT RELATED BREAKER IN DISCONNECT POSITION & INSTALL DANGER CARD

٢٨٠ DISCONNECT MOTOR POWER CABLES

٢٨١ FITTING SUPPORT BEAM RAIL FOR ROTOR REMOVAL

٢٨٢ UNCOUPLE & PERFORM ALIGNMENT CHECK AT MOTOR & DRIVEN MACHINE

٢٨٣ LIFT THE MOTOR OFF AND SHIFT IT TO MAKE ENOUGH ROOM TO REMOVE THE ROTOR

٢٨۴ REMOVE THE BOLTS SECURING SEAL PLATE & REST EACH PART ON THE ROTOR SHAFT

٢٨۵ DISMANTLE THE EXTERNAL FAN COVER & AIR DISCHARGE COVER

٢٨۶ REMOVE EXTERNAL FAN ( FOR TYPE F۵KT)

٢٨٧ DISASSEMBLE THE SEAL PLATE (FOR TYPE F۵KT)

٢٨٨ REMOVE THE FRAME COVER INSTALLED ON THE BEARING BRACKET

٢٨٩ REMOVE THE EXTERNAL BEARING SEAL

٢٩٠ REMOVE THE BOLTS SECURING THE TOP HALF BEARING COVER & REST IT ON THE BOTTEM HALF BEARING COVER

٢٩١ REMOVE THE BEARING CAP

٢٩٢ MEASURE & RECORD THE AIR GAP BETWEEN ROTOR & STATOR BORE

٢٩٣ REMOVE TOP HALF BEARING & RECORD THE OIL CLEARANCE

٢٩۴ REMOVE BOLTS SECURING THE BOTTOM HALF BEARING COVER & REST IT ON ROTOR SHAFT

٢٩۵ REMOVE BOTTOM HALF BEARING

٢٩۶ BEARINGS INSPECTION & REPAIRMENT OR REPLACEMENT ,

٢٩٧ THRUST BEARING INSPECTION AND PT TEST

٢٩٨ REMOVE BEARING BRACKET

٢٩٩ REMOVE BEARING COVER & LABYRINTH

٣٠٠ REMOVE INTERNAL FAN GUIDE

٣٠١ REMOVE ROTOR FROM STATOR

٣٠٢ ROTOR VISUAL INSPECTION

٣٠٣ STATOR VISUAL INSPECTION

٣٠۴ DISASSEMBLE AIR COOLER , 

٣٠۵ CLEAN AIR COOLER , .

٣٠۶ AIR COOLER TEST EDDY CURRENT AND PT TEST

٣٠٧ PARTS SERVICES & TEST

٣٠٨ CLEAN INSULATING MATERIALS OF WINDINGS

٣٠٩ CLEAN ALL VENTILATING PORTS CAREFULLY

٣١٠ CLEAN ALL WINDINGS FROM OIL , WTR. & OTHER SUBSTANCES

٣١١ COILS DC RESISTANCE CHECK

٣١٢ COILS TO COILS INSULATION CHECK

٣١٣ ASSEMBLING

٣١۴ ASSEMBLE AIR COOLER , 

٣١۵ INSERT ROTOR INTO STATOR

٣١۶ COILS TO BODY INSULATION CHECK

٣١٧ ASSEMBLE INTERNAL FAN GUIDE

٣١٨ ASSEMBLE BEARING COVER & LABYRINTH

٣١٩ ASSEMBLE BEARING BRACKET

٣٢٠ ASSEMBLE BOTTOM HALF BEARING

٣٢١ TIGHTEN BOLTS SECURING THE BOTTOM HALF BEARING COVER

٣٢٢ RECORD THE OIL CLEARANCE & ASSEMBLE TOP HALF BEARING

٣٢٣ MEASURE & RECORD THE AIR GAP BETWEEN ROTOR & STATOR BORE

٣٢۴ ASSEMBLE THE BEARING CAP

٣٢۵ ASSEMBLE THE BOLTS SECURING THE TOP HALF BEARING COVER

٣٢۶ ASSEMBLE THE EXTERNAL BEARING SEAL

٣٢٧ ASSEMBLE THE FRAME COVER INSTALLED ON THE BEARING BRACKET

٣٢٨ ASSEMBLE THE SEAL PLATE (FOR TYPE F۵KT)

٣٢٩ ASSEMBLE EXTERNAL FAN ( FOR TYPE F۵KT)

٣٣٠ ASSEMBLE THE EXTERNAL FAN COVER & AIR DISCHARGE COVER

٣٣١ ASSEMBLE THE BOLTS SECURING SEAL PLATE & REST EACH PART ON THE ROTOR SHAFT

٣٣٢ LIFT THE MOTOR IN & FINAL ASSEMBLING

٣٣٣ MOTOR COMMISSIONING
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٣٣۴ COORDINATION WITH COMMISSIONING GROUP FOR MOTOR NO LOAD TEST

٣٣۵ OSILOGRAPH INSTALLATION ON MOTOR FEEDER

٣٣۶ MOTOR FOUNDATION & OTHER MECHANICAL PARAMETERS CHECK

٣٣٧ POWER CABLES I.R & PHASE SEQUENCE CHECK BEFORE MOTOR TEST

٣٣٨ CONNECT MOTOR POWER CABLES

٣٣٩ PUT RELATED BREAKER IN SERVICE POSITION & REMOVE DANGER CARD

٣۴٠ MOTOR NO LOAD TEST

٣۴١ MTOR LOAD TEST , TEMP. RISE & VIBRATION CHECK

٣۴٢ measure analysis of frequency and current

٣۴٣ PUT RELATED BREAKER IN TEST POSITION & INSERT DANGER CARD

٣۴۴ B- BFP MOTOR

۴١٣ C- BFP MOTOR

۴٨٢ BOILER AIR & FLUE GAS SYSTEM ۶٫۶KV MOTORS 

۴٨٣ A- FDF MOTOR

۴٨۴ DISASSEMBLING

۴٨۵ measure bearing vibration on load test 

۴٨۶ measure analysis of frequency and current

۴٨٧ PUT RELATED BREAKER IN DISCONNECT POSITION & INSTALL DANGER CARD

۴٨٨ DISCONNECT MOTOR POWER CABLES

۴٨٩ FITTING SUPPORT BEAM RAIL FOR ROTOR REMOVAL

۴٩٠ UNCOUPLE & PERFORM ALIGNMENT CHECK AT MOTOR & DRIVEN MACHINE

۴٩١ LIFT THE MOTOR OFF AND SHIFT IT TO MAKE ENOUGH ROOM TO REMOVE THE ROTOR

۴٩٢ REMOVE THE BOLTS SECURING SEAL PLATE & REST EACH PART ON THE ROTOR SHAFT

۴٩٣ DISMANTLE THE EXTERNAL FAN COVER & AIR DISCHARGE COVER

۴٩۴ REMOVE EXTERNAL FAN ( FOR TYPE F۵KT)

۴٩۵ DISASSEMBLE THE SEAL PLATE (FOR TYPE F۵KT)

۴٩۶ REMOVE THE FRAME COVER INSTALLED ON THE BEARING BRACKET

۴٩٧ REMOVE THE EXTERNAL BEARING SEAL

۴٩٨ REMOVE THE BOLTS SECURING THE TOP HALF BEARING COVER & REST IT ON THE BOTTEM HALF BEARING 
COVER

۴٩٩ REMOVE THE BEARING CAP

۵٠٠ MEASURE & RECORD THE AIR GAP BETWEEN ROTOR & STATOR BORE

۵٠١ REMOVE TOP HALF BEARING & RECORD THE OIL CLEARANCE

۵٠٢ REMOVE BOLTS SECURING THE BOTTOM HALF BEARING COVER & REST IT ON ROTOR SHAFT

۵٠٣ REMOVE BOTTOM HALF BEARING

۵٠۴ BEARINGS INSPECTION & REPAIRMENT OR REPLACEMENT ,

۵٠۵ THRUST BEARING INSPECTION AND PT TEST

۵٠۶ REMOVE BEARING BRACKET

۵٠٧ REMOVE BEARING COVER & LABYRINTH

۵٠٨ REMOVE INTERNAL FAN GUIDE

۵٠٩ REMOVE ROTOR FROM STATOR

۵١٠ ROTOR VISUAL INSPECTION

۵١١ STATOR VISUAL INSPECTION

۵١٢ DISASSEMBLE AIR COOLER , 

۵١٣ CLEAN AIR COOLER , .

۵١۴ AIR COOLER TEST , .

۵١۵ PARTS SERVICES & TEST

۵١۶ CLEAN INSULATING MATERIALS OF WINDINGS

۵١٧ CLEAN ALL VENTILATING PORTS CAREFULLY
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۵١٨ CLEAN ALL WINDINGS FROM OIL , WTR. & OTHER SUBSTANCES

۵١٩ COILS DC RESISTANCE CHECK

۵٢٠ COILS TO COILS INSULATION CHECK

۵٢١ ASSEMBLING

۵٢٢ ASSEMBLE AIR COOLER , 

۵٢٣ INSERT ROTOR INTO STATOR

۵٢۴ COILS TO BODY INSULATION CHECK

۵٢۵ ASSEMBLE INTERNAL FAN GUIDE

۵٢۶ ASSEMBLE BEARING COVER & LABYRINTH

۵٢٧ ASSEMBLE BEARING BRACKET

۵٢٨ ASSEMBLE BOTTOM HALF BEARING

۵٢٩ TIGHTEN BOLTS SECURING THE BOTTOM HALF BEARING COVER

۵٣٠ RECORD THE OIL CLEARANCE & ASSEMBLE TOP HALF BEARING

۵٣١ MEASURE & RECORD THE AIR GAP BETWEEN ROTOR & STATOR BORE

۵٣٢ ASSEMBLE THE BEARING CAP

۵٣٣ ASSEMBLE THE BOLTS SECURING THE TOP HALF BEARING COVER

۵٣۴ ASSEMBLE THE EXTERNAL BEARING SEAL

۵٣۵ ASSEMBLE THE FRAME COVER INSTALLED ON THE BEARING BRACKET

۵٣۶ ASSEMBLE THE SEAL PLATE (FOR TYPE F۵KT)

۵٣٧ ASSEMBLE EXTERNAL FAN ( FOR TYPE F۵KT)

۵٣٨ ASSEMBLE THE EXTERNAL FAN COVER & AIR DISCHARGE COVER

۵٣٩ ASSEMBLE THE BOLTS SECURING SEAL PLATE & REST EACH PART ON THE ROTOR SHAFT

۵۴٠ LIFT THE MOTOR IN & FINAL ASSEMBLING

۵۴١ MOTOR COMMISSIONING

۵۴٢ COORDINATION WITH COMMISSIONING GROUP FOR MOTOR NO LOAD TEST

۵۴٣ OSILOGRAPH INSTALLATION ON MOTOR FEEDER

۵۴۴ MOTOR FOUNDATION & OTHER MECHANICAL PARAMETERS CHECK

۵۴۵ POWER CABLES I.R & PHASE SEQUENCE CHECK BEFORE MOTOR TEST

۵۴۶ CONNECT MOTOR POWER CABLES

۵۴٧ PUT RELATED BREAKER IN SERVICE POSITION & REMOVE DANGER CARD

۵۴٨ MOTOR NO LOAD TEST

۵۴٩ MOTOR LOAD TEST , TEMP. RISE & VIBRATION CHECK

۵۵٠ measure analysis of frequency and current

۵۵١ PUT RELATED BREAKER IN TEST POSITION & INSERT DANGER CARD

۵۵٢ B- FDF MOTOR

۶٢١ A- GRF MOTOR

۶٢٢ DISASSEMBLING

۶٢٣ measure bearing vibration on load test 

۶٢۴ measure analysis of frequency and current

۶٢۵ PUT RELATED BREAKER IN DISCONNECT POSITION & INSTALL DANGER CARD

۶٢۶ DISCONNECT MOTOR POWER CABLES

۶٢٧ FITTING SUPPORT BEAM RAIL FOR ROTOR REMOVAL

۶٢٨ UNCOUPLE & PERFORM ALIGNMENT CHECK AT MOTOR & DRIVEN MACHINE

۶٢٩ LIFT THE MOTOR OFF AND SHIFT IT TO MAKE ENOUGH ROOM TO REMOVE THE ROTOR

۶٣٠ REMOVE THE BOLTS SECURING SEAL PLATE & REST EACH PART ON THE ROTOR SHAFT

۶٣١ DISMANTLE THE EXTERNAL FAN COVER & AIR DISCHARGE COVER

۶٣٢ REMOVE EXTERNAL FAN ( FOR TYPE F۵KT)
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۶٣٣ DISASSEMBLE THE SEAL PLATE (FOR TYPE F۵KT)

۶٣۴ REMOVE THE FRAME COVER INSTALLED ON THE BEARING BRACKET

۶٣۵ REMOVE THE EXTERNAL BEARING SEAL

۶٣۶ REMOVE THE BOLTS SECURING THE TOP HALF BEARING COVER & REST IT ON THE BOTTEM HALF BEARING COVER

۶٣٧ REMOVE THE BEARING CAP

۶٣٨ MEASURE & RECORD THE AIR GAP BETWEEN ROTOR & STATOR BORE

۶٣٩ BEARINGS INSPECTION & REPAIRMENT OR REPLACEMENT ,

۶۴٠ REMOVE BEARING BRACKET

۶۴١ REMOVE BEARING COVER & LABYRINTH

۶۴٢ REMOVE INTERNAL FAN GUIDE

۶۴٣ REMOVE ROTOR FROM STATOR

۶۴۴ ROTOR VISUAL INSPECTION

۶۴۵ STATOR VISUAL INSPECTION

۶۴۶ DISASSEMBLE AIR COOLER , 

۶۴٧ CLEAN AIR COOLER , .

۶۴٨ AIR COOLER TEST , .

۶۴٩ PARTS SERVICES & TEST

۶۵٠ CLEAN INSULATING MATERIALS OF WINDINGS

۶۵١ CLEAN ALL VENTILATING PORTS CAREFULLY

۶۵٢ CLEAN ALL WINDINGS FROM OIL , WTR. & OTHER SUBSTANCES

۶۵٣ COILS DC RESISTANCE CHECK

۶۵۴ COILS TO COILS INSULATION CHECK

۶۵۵ ASSEMBLING

۶۵۶ ASSEMBLE AIR COOLER , ESSARY

۶۵٧ INSERT ROTOR INTO STATOR

۶۵٨ COILS TO BODY INSULATION CHECK

۶۵٩ ASSEMBLE INTERNAL FAN GUIDE

۶۶٠ ASSEMBLE BEARING COVER & LABYRINTH

۶۶١ ASSEMBLE BEARING BRACKET

۶۶٢ MEASURE & RECORD THE AIR GAP BETWEEN ROTOR & STATOR BORE

۶۶٣ ASSEMBLE THE BEARING CAP

۶۶۴ ASSEMBLE THE EXTERNAL BEARING SEAL

۶۶۵ ASSEMBLE THE FRAME COVER INSTALLED ON THE BEARING BRACKET

۶۶۶ ASSEMBLE THE SEAL PLATE (FOR TYPE F۵KT)

۶۶٧ ASSEMBLE EXTERNAL FAN ( FOR TYPE F۵KT)

۶۶٨ ASSEMBLE THE EXTERNAL FAN COVER & AIR DISCHARGE COVER

۶۶٩ ASSEMBLE THE BOLTS SECURING SEAL PLATE & REST EACH PART ON THE ROTOR SHAFT

۶٧٠ LIFT THE MOTOR IN & FINAL ASSEMBLING

۶٧١ MOTOR COMMISSIONING

۶٧٢ COORDINATION WITH COMMISSIONING GROUP FOR MOTOR NO LOAD TEST

۶٧٣ OSILOGRAPH INSTALLATION ON MOTOR FEEDER

۶٧۴ MOTOR FOUNDATION & OTHER MECHANICAL PARAMETERS CHECK

۶٧۵ POWER CABLES I.R & PHASE SEQUENCE CHECK BEFORE MOTOR TEST

۶٧۶ CONNECT MOTOR POWER CABLES

۶٧٧ PUT RELATED BREAKER IN SERVICE POSITION & REMOVE DANGER CARD

۶٧٨ MOTOR NO LOAD TEST

۶٧٩ MOTOR LOAD TEST , TEMP. RISE & VIBRATION CHECK

۶٨٠ measure analysis of frequency and current

۶٨١ PUT RELATED BREAKER IN TEST POSITION & INSERT DANGER CARD

۶٨٢ B- GRF MOTOR

٨۶۶ FINISH
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