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Y START
Y LONG RETRACTABLE SOOTBLOWERS
¥ TEMP. PROBE
0 START ( WORK REQUEST & ISOLATION )
b2 PUT RELATED STARTER IN TEST POSITION & INSTALL DANGER CARD
\Y DISCONNECT TEMP. PROBE FROM DRIVER
A DISASSEMBLE TEMP. PROBE & REMOVE LANCE TUBE (INCLUDE o STEP)
Q REPLACE WEARED OR EXPANDED SPINDLE BEARING BORE ( > £,V mm) OF TRAVELLING CARRIAGE, IF NEC.
Y- REPLACE THE GEAR , BALL BRG. & PINION WEARING OF TRAVELLING CARIAGE , IF NEC.
N REPLACE THE OIL SEALS SHOWING LEAK IN TRAVELLING CARRIAGE , IF NEC.
'Y REPAIR OR REPLACE SIZED ROLLER IN TRAVELLING CARIAGE , IF NEC.
'Y RETIGHTEN OR REPLACE GLAND PACKING WITCH START LEAKING IN TRAVELLING CARIAGE
VY CHANGE THE OIL OF TRAVELING CARRIAGE
10 REPAIR OR REPLACE SIZED REVOLVING ROLLER , IF NEC.
\ £ REPLACE WEARED BALL BEARING , IF NEC.
WV REPAIR OR REPLACE HEAD VLV SEAT CONTACT WIDTH NOT LESS THAN Y mm , IF NEC.
A REPLACE DAMAGED OR CRACKED HEAD VLV STEM, IF NEC.
14 REPLACE WEARED OR BENDED HEAD VLV ROD ( < \Y,0 mm) , IF NEC.
Yo REPLACE WEARED SPRING OF HEAD VALVE , IF NEC.
Y RETIGHTEN OR REPLACE GLAND PACKING OF HEAD VALVE , IF NEC.
YY REPAIR SIZED OR RUSTED LINK MECHANISM OF VLV OPERATOR , IF NEC.
YY REPLACE DAMAGED OR BENDED STOPPER OF VLV OPERATOR
YY LANCE TUBE NOZZLES CLEANING
YO REPAIR BENDED LANCE TUBE ( > Y+ mm LENGTH OR > ),0 mm/m) , IF NEC.
Y? REPLACE LANCE TUBE ( WALL THICK. < Ymm) , IF NEC.
YV REPAIR OR REPLACE DAMAGED OR WEARED FEED PIPE
YA REPAIR BENDED FEED PIPE ( > Y *mm/LENGTH OR > ),06 mm/m) , IF NEC.
Ya REPAIR OR REPLACE FEED PIPE (TIP WALL THICK < Y,60 mm) , IF NEC.
Yo WELL CLEAN & APPLY MOLYKOTE OVER THE SURFACE OF FEED PIPE
AR REPAIR OR REPLACE SIZED FORCED PRESS. AIR VLV
YY REPLACE WEARED WALL BOX (SCRAPER PLATE BORE WEAR > VA,Y mm) , IF NEC.
Y REPLACE WEARED WALL BOX (SIZED OR CORRODED SCRAPER PLATE OR SPRING) , IF NEC.
YY INSERT LANCE TUBE & ASSEMBLE TEMP. PROBE (INCLUDE 0 STEP)
Yo CONNECT TEMP. PROBE TO DRIVER
Y¢ COORDINATION WITH COMMISSIONING GROUP FOR TEMP. PROBE MOTOR LOAD TEST
TV MECHANICAL & ELECTRICAL TESTS BEFORE START UP (ACCORD. TO CHECK LIST)
TA PUT RELATED STARTER IN SERVICE POSITION & REMOVE DANGER CARD
Ta TEMP PROBE LOAD TEST (MECHANICAL SUPERVISION)
Yo TEMP PROBE MOTOR LOAD TEST (ELECTRICAL SUPERVISION)
¥\ COORDINATE WITH I & C GROUP FOR TEMP PROBE LIMIT SWITCHES ADJUSTMENT
¥Y TEMP PROBE SEAL BOX V.I & REPAIRMENT , IF NEC.
Y TEMP PROBE REFRACTORIES REPAIRMENT , IF NEC.
¥¥ END ( WORK FINISH CONFIRM )
Y0 RH- SH SOOTBLOWER - BXOYZM-Y(A))
AF LH- SH SOOTBLOWER - BXOYZM-\(B))
'YV RH- SH SOOTBLOWER - BXOYZM-Y(AY)
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YEA LH- SH SOOTBLOWER - BX0YZM-\(BY)
Y-Qq RH- SH SOOTBLOWER - BX0+ZM-Y(AY)
YO LH- SH SOOTBLOWER - BX0+ZM-\(BY)
Ya\ RH- SH SOOTBLOWER - BX0YZM-Y(AY)
YYY LH- SH SOOTBLOWER - BX0)ZM-\(BY)
YVY RH- RH SOOTBLOWER - BXOYZM-Y(AQ)
1Y LH- RH SOOTBLOWER - BX0YZM-)(B0)
Yoo RH- RH SOOTBLOWER - BXOOZM-Y(AF)
Yas LH- RH SOOTBLOWER - BX00ZM-\(B¥)
oyv ROTARY SOOT BLOWERS
OYA A- GAH SOOTBLOWER - BXQOVZM-)
ora START ( WORK REQUEST & ISOLATION )
oY PUT RELATED STARTER IN TEST POSITION & INSTALL DANGER CARD
oy DISCONNECT SOOTBLOWER FROM DRIVER
oYY DISASSEMBLE SOOTBLOWER & REMOVE LANCE TUBE (INCLUDE o STEP)
oYY REPLACE WEARED CAM FOLLOWER & BALL BEARING
oYY REPLACE HEAVILY WEARED CAM & GEAR
oYo LUBRICATE CAM FOLLOWER THROUGH THE GREASE NIPPLE
A\ 3 REPLACE WEARED BALL BEARING & GEAR OF GEAR BOX
oYV REPLACE LEKING OIL SEAL OF GEAR BOX
OYA RENEW THE LUBRICANT OF GEAR BOX
oYa Caigg> Jgugw SiuS) 9 wSwS Lasgsi (swivel joint)
00 w9 i (s SlpBUL pavgei by jos
00) 2ol 0/ 5l eS8 WS ) wew pud (i SlpBUL puisulS xS ojlul )
0OY ibls Wygo 5> Ol el 88) 9 Juw Slgd o S)1S 5005
0oy w9 i SIS 5003
ooy REPAIR BENDED ELEMENT ( > Y0 mm/LENGTH)
000 REPLACE CRACKED OR DAMAGED NOZZLE OF ELEMENT
[AlaY2 REPLACE HOLED & CORRODED ELEMENT
oov REPLACE HOLED OR CORRODED STUFFING BOX
00N REPAIR OR REPLACE LEAKING GLAND PACKING OF STUFFING BOX
004 REPAIR OR REPLACE STUCKED FORCED PRESS. AIR VLV
05+ INSERT LANCE TUBE & ASSEMBLE SOOTBLOWER (INCLUDE 0 STEP)
0%\ CONNECT SOOTBLOWER TO DRIVER
0y COORDINATION WITH COMMISSIONING GROUP FOR SOOTBLOWER MOTOR LOAD TEST
0rYy MECHANICAL & ELECTRICAL TESTS BEFORE START UP (ACCORD. TO CHECK LIST)
0fY PUT RELATED STARTER IN SERVICE POSITION & REMOVE DANGER CARD
0f0 SOOTBLOWER LOAD TEST (MECHANICAL SUPERVISION)
0Ff SOOTBLOWER MOTOR LOAD TEST (ELECTRICAL SUPERVISION)
0V COORDINATE WITH I & C GROUP FOR SOOTBLOWER LIMIT SWITCHES ADJUSTMENT
0fA SOOTBLOWER SEAL BOX V.I & REPAIRMENT , IF NEC.
0fa SOOTBLOWER REFRACTORIES REPAIRMENT , IF NEC.
Qv END ( WORK FINISH CONFIRM )
ov) B- GAH SOOTBLOWER - BXOVZM-)
Fe¥ LH- ECO. SOOTBLOWER - BX0FZM-)
YV RH- ECO. SOOTBLOWER - BXOfZM-Y
SV FINISH
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