
ID Task Name

١ MBسوت بلاور-٧

٢ START

٣ LONG RETRACTABLE SOOTBLOWERS

۴   TEMP. PROBE

۵   START ( WORK REQUEST & ISOLATION )

۶   PUT RELATED STARTER IN TEST POSITION & INSTALL DANGER CARD

٧   DISCONNECT TEMP. PROBE FROM DRIVER

٨   DISASSEMBLE TEMP. PROBE & REMOVE LANCE TUBE (INCLUDE ۵ STEP)

٩   REPLACE WEARED OR EXPANDED SPINDLE BEARING BORE ( > ۶١٫٧ mm) OF TRAVELLING CARRIAGE, IF NEC.

١٠   REPLACE THE GEAR , BALL BRG. & PINION WEARING OF TRAVELLING CARIAGE , IF NEC.

١١   REPLACE THE OIL SEALS SHOWING LEAK IN TRAVELLING CARRIAGE , IF NEC.

١٢   REPAIR OR REPLACE SIZED ROLLER IN TRAVELLING CARIAGE , IF NEC.

١٣   RETIGHTEN OR REPLACE GLAND PACKING WITCH START LEAKING IN TRAVELLING CARIAGE

١۴   CHANGE THE OIL OF TRAVELING CARRIAGE

١۵   REPAIR OR REPLACE SIZED REVOLVING ROLLER , IF NEC.

١۶   REPLACE WEARED BALL BEARING , IF NEC.

١٧   REPAIR OR REPLACE HEAD VLV SEAT CONTACT WIDTH NOT LESS THAN ١ mm , IF NEC.

١٨   REPLACE DAMAGED OR CRACKED HEAD VLV STEM , IF NEC.

١٩   REPLACE WEARED OR BENDED HEAD VLV ROD ( < ١٢٫۵ mm) , IF NEC.

٢٠   REPLACE WEARED SPRING OF HEAD VALVE , IF NEC.

٢١   RETIGHTEN OR REPLACE GLAND PACKING OF HEAD VALVE , IF NEC.

٢٢   REPAIR SIZED OR RUSTED LINK MECHANISM OF VLV OPERATOR , IF NEC.

٢٣   REPLACE DAMAGED OR BENDED STOPPER OF VLV OPERATOR

٢۴   LANCE TUBE NOZZLES CLEANING

٢۵   REPAIR BENDED LANCE TUBE ( > ١٠ mm LENGTH OR > ١٫۵ mm/m) , IF NEC.

٢۶   REPLACE LANCE TUBE ( WALL THICK. < ٣mm) , IF NEC.

٢٧   REPAIR OR REPLACE DAMAGED OR WEARED FEED PIPE

٢٨   REPAIR BENDED FEED PIPE ( > ١٠mm/LENGTH OR > ١٫۵ mm/m) , IF NEC.

٢٩   REPAIR OR REPLACE FEED PIPE (TIP WALL THICK < ١٫۵ mm) , IF NEC.

٣٠   WELL CLEAN & APPLY MOLYKOTE OVER THE SURFACE OF FEED PIPE

٣١   REPAIR OR REPLACE SIZED FORCED PRESS. AIR VLV

٣٢   REPLACE WEARED WALL BOX (SCRAPER PLATE BORE WEAR > ٧٨٫٣ mm) , IF NEC.

٣٣   REPLACE WEARED WALL BOX (SIZED OR CORRODED SCRAPER PLATE OR SPRING) , IF NEC.

٣۴   INSERT LANCE TUBE & ASSEMBLE TEMP. PROBE (INCLUDE ۵ STEP)

٣۵   CONNECT TEMP. PROBE  TO DRIVER

٣۶   COORDINATION WITH COMMISSIONING GROUP FOR TEMP. PROBE MOTOR LOAD TEST

٣٧   MECHANICAL & ELECTRICAL TESTS BEFORE START UP (ACCORD. TO CHECK LIST)

٣٨   PUT RELATED STARTER IN SERVICE POSITION & REMOVE DANGER CARD

٣٩   TEMP PROBE LOAD TEST (MECHANICAL SUPERVISION)

۴٠   TEMP PROBE MOTOR LOAD TEST (ELECTRICAL SUPERVISION)

۴١   COORDINATE WITH I & C GROUP FOR TEMP PROBE LIMIT SWITCHES ADJUSTMENT

۴٢   TEMP PROBE SEAL BOX V.I & REPAIRMENT , IF NEC.

۴٣   TEMP PROBE REFRACTORIES REPAIRMENT , IF NEC.

۴۴   END ( WORK FINISH CONFIRM )

۴۵ RH- SH SOOTBLOWER - BX۵٣ZM-٢(A١)

٨۶ LH- SH SOOTBLOWER - BX۵٣ZM-١(B١)

١٢٧ RH- SH SOOTBLOWER - BX۵۴ZM-٢(A٢)
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١۶٨ LH- SH SOOTBLOWER - BX۵۴ZM-١(B٢)

٢٠٩ RH- SH SOOTBLOWER - BX۵٠ZM-٢(A٣)

٢۵٠ LH- SH SOOTBLOWER - BX۵٠ZM-١(B٣)

٢٩١ RH- SH SOOTBLOWER - BX۵١ZM-٢(A۴)

٣٣٢ LH- SH SOOTBLOWER - BX۵١ZM-١(B۴)

٣٧٣ RH- RH SOOTBLOWER - BX۵٢ZM-٢(A۵)

۴١۴ LH- RH SOOTBLOWER - BX۵٢ZM-١(B۵)

۴۵۵ RH- RH SOOTBLOWER - BX۵۵ZM-٢(A۶)

۴٩۶ LH- RH SOOTBLOWER - BX۵۵ZM-١(B۶)

۵٣٧ ROTARY SOOT BLOWERS

۵٣٨   A- GAH SOOTBLOWER - BX۵٧ZM-١

۵٣٩   START ( WORK REQUEST & ISOLATION )

۵۴٠   PUT RELATED STARTER IN TEST POSITION & INSTALL DANGER CARD

۵۴١   DISCONNECT SOOTBLOWER FROM DRIVER

۵۴٢   DISASSEMBLE SOOTBLOWER & REMOVE LANCE TUBE (INCLUDE ۵ STEP)

۵۴٣   REPLACE WEARED CAM FOLLOWER & BALL BEARING

۵۴۴   REPLACE HEAVILY WEARED CAM & GEAR

۵۴۵   LUBRICATE CAM FOLLOWER THROUGH THE GREASE NIPPLE

۵۴۶   REPLACE WEARED BALL BEARING & GEAR OF GEAR BOX

۵۴٧   REPLACE LEKING OIL SEAL OF GEAR BOX

۵۴٨   RENEW THE LUBRICANT OF GEAR BOX

۵۴٩ (swivel joint) تعويض گسكت و پكینگ سويول جوينت  

۵۵٠ تعمیر ويا تعويض ياتاقانھاي برنجي لنس تیوب  

۵۵١  (  باشد۵/٠اندازه گیری  كلیرنس ياتاقانھاي برنجي لنس تیوب ( نبايد كمتر از  

۵۵٢ تمیزكاري مسیر ھواي سیل و رفع چك آن در صورت داشتن  

۵۵٣ تمیزكاري لنس تیوب  

۵۵۴   REPAIR BENDED ELEMENT ( > ١۵ mm/LENGTH)

۵۵۵   REPLACE CRACKED OR DAMAGED NOZZLE OF ELEMENT

۵۵۶   REPLACE HOLED & CORRODED ELEMENT

۵۵٧   REPLACE HOLED OR CORRODED STUFFING BOX

۵۵٨   REPAIR OR REPLACE LEAKING GLAND PACKING OF STUFFING BOX

۵۵٩   REPAIR OR REPLACE STUCKED FORCED PRESS. AIR VLV

۵۶٠   INSERT LANCE TUBE & ASSEMBLE SOOTBLOWER (INCLUDE ۵ STEP)

۵۶١   CONNECT SOOTBLOWER TO DRIVER

۵۶٢   COORDINATION WITH COMMISSIONING GROUP FOR SOOTBLOWER MOTOR LOAD TEST

۵۶٣   MECHANICAL & ELECTRICAL TESTS BEFORE START UP (ACCORD. TO CHECK LIST)

۵۶۴   PUT RELATED STARTER IN SERVICE POSITION & REMOVE DANGER CARD

۵۶۵   SOOTBLOWER LOAD TEST (MECHANICAL SUPERVISION)

۵۶۶   SOOTBLOWER MOTOR LOAD TEST (ELECTRICAL SUPERVISION)

۵۶٧   COORDINATE WITH I & C GROUP FOR SOOTBLOWER LIMIT SWITCHES ADJUSTMENT

۵۶٨   SOOTBLOWER SEAL BOX V.I & REPAIRMENT , IF NEC.

۵۶٩   SOOTBLOWER REFRACTORIES REPAIRMENT , IF NEC.

۵٧٠   END ( WORK FINISH CONFIRM )

۵٧١   B- GAH SOOTBLOWER - BX۵٧ZM-١

۶٠۴   LH- ECO. SOOTBLOWER - BX۵۶ZM-١

۶٣٧   RH- ECO. SOOTBLOWER - BX۵۶ZM-٢

۶٧٠ FINISH
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