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ID Task Name

Vo MTF- b i ol S Gy

Y START

Y A- BFP

¥ WORK ORDER REQUEST

0 COOLERS

b4 LUB. OIL COOLER

\Y DISASSEMBLE COOLER

A V.I FOR DAMAGE , ERROSION OR SOIL IN COOLER

Q V.I FOR DAMAGE , CORROSION OR SOIL IN COOLER

Y. OIL COOLER OIL SIDE MECHANICAL CLEANING

N OIL COOLER WATER SIDE CHEMICAL CLEANING & RINSING , IF NEC.
'Y FITTING TEST FLANGE FOR COOLER LEAK TEST

'Y COOLER LEAK TEST

VY REMOVING TEST FLANGE FOR COOLER RESTORATION

10 FINAL ASSEMBLING OF COOLER

\ £ WORKING OIL COOLER

WV DISASSEMBLE COOLER

YA V.I FOR DAMAGE , ERROSION OR SOIL IN COOLER

14 V.I FOR DAMAGE , CORROSION OR SOIL IN COOLER
Y OIL COOLER OIL SIDE MECHANICAL CLEANING
Y OIL COOLER WATER SIDE CHEMICAL CLEANING & RINSING , IF NEC.
YY FITTING TEST FLANGE FOR COOLER LEAK TEST
YY COOLER LEAK TEST
YY REMOVING TEST FLANGE FOR COOLER RESTORATION
YO FINAL ASSEMBLING OF COOLER
Y? MECHANICAL SEAL COOLER
YV DISASSEMBLE COOLER
YA V.I FOR DAMAGE , ERROSION OR SOIL IN COOLER
Ya V.I FOR DAMAGE , CORROSION OR SOIL IN COOLER
Yo OIL COOLER OIL SIDE MECHANICAL CLEANING
) OIL COOLER WATER SIDE CHEMICAL CLEANING & RINSING , IF NEC.
YY FITTING TEST FLANGE FOR COOLER LEAK TEST
Y COOLER LEAK TEST
YY REMOVING TEST FLANGE FOR COOLER RESTORATION
YO FINAL ASSEMBLING OF COOLER
Y¢ AUX. OIL PUMP
TV PUT RELATED STARTER IN TEST POSITION & INSTALL DANGER CARD
TA DISCOUPLE PUMP & MOTOR
Ta DISASSEMBLE PUMP
Yo ALL PARTS CLEANING & ROUTIN SERVICES
¥\ CASING INSPECTION & REPAIR OR REPLACE , IF NECESSARY
¥Y BEARINGS V.I & REPAIR OR REPLACE , IF NECESSARY
YY IMPELLERS V.I & REPAIR OR REPLACE , IF NECESSARY
YY BUSHES & WEAR RINGS V.I & REPLACE , IF NECESSARY
Y0 INSPECT SEAL MECHANISM PARTS & REPAIR OR REPLACE , IF NECESSARY
Y5 REPLACE O-RINGS & GASKETS ,IF NECESSARY
YV CARRY OUT REQUIRED CLEARANCE CHECKS
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YA ASSEMBLE PUMP & BALANCING IF NEC.
¥a BEARINGS LUBRICANT REPLACEMENT , IF NECESSARY
0 CONNECT & ALIGN PUMP WITH MOTOR
o) COORDINATION WITH COMMISSIONING GROUP FOR PUMP LOAD TEST
oy MECHANICAL & ELECTRICAL TESTS BEFORE START UP (ACCORD. TO CHECK LIST)
oy PROCESS LINE_UP ( REMOVE ISOLATION )
oY PUT RELATED STARTER IN SERVICE & REMOVE DANGER CARD
00 PUMP LOAD TEST (MECHANICAL SUPERVISION)
0s PUMP LOAD TEST (ELECTRICAL SUPERVISION)
ov SUCTION STRAINER
OA INSULATION REMOVAL
0Q STRAINER DISASSEMBLING & SCREEN REMOVAL
5o V.I FOR ANY CORROSION OR ERROSION
2 SCREEN CLEANING OR REPLACEMENT
Y SCREEN INSERTION & STRAINER ASSEMBLING
Y INSULATION ESTABLISHMENT
oY BFP (WITH IT'S BP & HYDROCOUPLING)
20 DISASSEMBLING
s THERMAL INSULATION REMOVAL AROUND A- BFP & A- BFP BP (STRAINER , SUCTION, ...)
sV DISCONNECT ALL FINE MECHANICAL INSTRUMENTS
A DISCONNECT ALL ANALOG INSTRUMENTS
£q DISCONNECT ALL DIGITAL INSTRUMENTS
Ve BFP-BP CONNECTION PIPE DISASSEMBLING
Al DISCOUPLE BETWEEN MOTOR & BFP-BP
VY BFP-BP DISASSEMBLING
VY LOCATE SEATING SUPPORTS FOR B.F.P DISASSEMBLED PARTS
VY DISCOUPLE SPACER BETWEEN BFP & HYD. COUPLING
A DISCOUPLE BETWEEN MOTOR & BFP-HYD. COUP.
V§ DISASSEMBLE HYD. COUPL.
W BFP BEARINGS DISASSEMBLING
VA BFP MECHANICAL SEAL EXTRACTING & DISASSEMBLING
va BFP BALANCING DEVICE DISMANTLING & DISASSEMBLING
A+ BF PUMP INSERT REMOVAL
A BF PUMP INSERT DISASSEMBLING
AY CLEANING & V.I
AY V.I OF ALL SEAL FACES MECH. SEAL FOR ANY DAMAGE
AY V.I & CLEAN ALL DISMANTLED PARTS OF BFP-BP BFP-HYD. COUPL. & BFP
AO CLEAN OIL FILTERS (REPLACE IF NECESSARY)
A§ NECESSARY MEASURMENTS
AV BFP SHAFT RUN OUT CHECK AFTER METALING SPRAY
AA CHECK MAXIMUM SHAFT WHIP (< -, +0 mm) [REPLACE SHAFT IF NECE.]
AQ B.F.P CLEARANCE CHECK
q. ROTOR RASING VALUES MEASURMENT
Q) BFP ROTOR END AXIAL & RADIAL PLAY CHECK
ay BALANCING DEVICE WEARING & CLEARANCE CHECK
qy MEASURE THE PARALLELISM OF SEALING FACES AT FOUR POINTS WITH A MICROMETER (DIV. < +,Y mm)
Q¥ BFP BEARING ADJUSTMENTS (SE GAP ADJUSTMENT)
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Q0 TURBO COUPLING BEARING CONDITION & CLEARANCE CHECK
qs BFP-BP SHAFT RUN OUT MEASURMENT
Qv BFP-BP CLEARANCE CHECK
A NECESSARY REPLACEMENTS
qQq HYD. COUP. FUSIBLE PLUGS REPLACEMENT IF NECE.
Yoo BFP SPIRAL GASKETS REPLACEMENT
Ve BFP-BP BALL BEARINGS REPLACEMENT
VoY NECESSARY TESTS & N.D.T
VoY BFP-BP IMPELER P.T
Yo¥ BFP-BP SLEEVES P.T
Y0 BFP-BP SHAFT P.T
\E¥: BFP IMPELER P.T
YoV BFP SLEEVES P.T
YA BFP SHAFT P.T
Y+9Q BFP BEARINGS P.T
). BFP HYD. COUPLING TURBO PUMP P.T
AR BFP HYD. COUPLING GEAR WHEELS P.T
Y BFP HYD. COUPLING BEARINGS P.T
Ny HYD. COUPLER IMPELLERS P.T
Y)Y ASSEMBLING
0 BF PUMP INSERT ASSEMBLING
Y18 BF PUMP INSERT MANTELING
WV BFP BALANCING DEVICE MANTLING & ASSEMBLING
A BFP MECHANICAL SEAL INSERTION & ASSEMBLING
19q BFP BEARINGS ASSEMBLING
Y. ASSEMBLE HYD. COUPL.
T REMOVE SUPPORTS FOR B.F.P DISASSEMBLED PARTS
'YY BFP & ALL IT'S ACCESSORIES COUPLE & ALIGNMENT
\YY BFP-BP ASSEMBLING
\YY BFP-BP CONNECTION PIPE ASSEMBLING
YO CONNECT ALL ANALOG INSTRUMENTS
\Y# CONNECT ALL DIGITAL INSTRUMENTS
YV CONNECT ALL FINE MECHANICAL INSTRUMENTS
YA THERMAL INSULATION ESTABLISHMENT AROUND A- BFP & A- BFP BP (STRAINER , SUCTION, ...)
Ya COMMISSIONING
Y. ESTABLISHMENT OF OIL FLUSHING TEMP. LINES
AR OIL FLUSHING
\YY REMOVE OIL FLUSHING TEMP. LINES
\YY LUB. & WORKING OIL REPLACEMENT
Y'Y COORDINATION WITH COMMISSIONING GROUP FOR PUMP LOAD TEST
Y0 MECHANICAL & ELECTRICAL TESTS BEFORE START UP (ACCORD. TO CHECK LIST)
\Y§ PROCESS LINE_UP ( REMOVE ISOLATION )
YV PUT RELATED STARTER IN SERVICE & REMOVE DANGER CARD
YA PUMP LOAD TEST (MECHANICAL SUPERVISION)
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'Ya PUMP LOAD TEST (ELECTRICAL SUPERVISION)
V¥ B- BFP
YVV C- BFP
¥ ¥ FINISH
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